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The results of the bathymetric survey of 
Clear Creek and Clear Lake.  Depths are 
shown relative to NAVD88.



SidescanSonar Mosaic



The sidescan sonar mosaic in Clear 
Lake.  Lighter colors indicate areas of 
high sonar returns (harder bottom 
material).



Map of log jams found in the 
upper reach of Clear Creek 
(above).  Pictures of each log 
jam (right)



Tires 489 Dock 13

Debris 1029 Car 1

Tree 1928 Dock Wrecked 19

Riprap 71 Pipeline Outfall 1

Rough Bottom 14 Buoy 1

Pipeline 11 Boat Moored 19

Piling 465 Shipwreck 9

Cable 6 Concrete Mat 11

Bulkhead 56

Sidescan sonar targets marked in Clear Creek and Clear Lake.



Sidescan sonar targets marked in Clear Creek and Clear Lake.



The location of notable sidescan sonar 
targets in Clear Creek and Clear Lake.  
Targets are denoted by their target ID 
number and shown in the following 
slides.



Examples of trees submerged within Clear Creek.



Unidentified debris (left), group of tires and other debris (center), submerged 
vehicle (right) found within Clear Creek.



Sunken shrimp trawler located in channel near HWY-146 bridge and Kemah Boardwalk.



Possible boat wrecks submerged within Clear Lake.



Large sections of dock wreckage submerged within Galveston Bay near the entrance to Clear Lake.


